Material Safety Data Sheet 05001

Gold Bond Building Products
7001 Rexford Road
Charlotte, NC 28211
T04/3€5-7300

I PRODUCT IPENTIFICATION

This materlal safaty data sheet Is applicable to the folloving products:

Quick-Treat Joint Compound
guick-¥eld Jaoint Compound (QW)
sta-tmooth Joint Compound
fta-Smboth KS Compound

Triple T Jolnt Compound

Ultza Lite Jolnt Campeound
vinyl Joint Compound

Vinyl Topping Compound

Chemical Family: MIxture
1X HAZARDOUS INGREDIENTS

Contains

NSHA
Chemical Identity CAS-10 BEL ,
Quartz¥d 14803-60-7 ¢.L mg/m™*
and way contain one or more of tha following:
Plastar of Paris 26499-65~0 5 mqlng*
Talc {Nen-Ashestiform) 14807-36-6 ? mg/my*
Calelum Carbonaks 1317-65-3 -4 uq{nzi
Nica 12001-26-2 3 mg/mt
perlite 93763-10-3 5 mg/m"*
Jttapulgite Clay 12174-11-7 Not listed

£ Rasplrable dust

19%0-91
ACGIR

Iy 3
0.1 mg/m"t

ib ‘q;nstit

2 nqén x

10 “juaiii
3 mq/na*

10 mg/m e

Not listed

$2  present as a natuzally eococurring component of minerals., See dectlon III

Health Hazard Data.
*x  Total duat

Appearance and Odoz
A white powder with no oder.

Fire Hazazd Data-Not Conbustible
Bxtingulshing Media
Dry chamical, foam, water fog or spray

Special Pire-Pighting Procedures

Voxz full pratective squipment and &n approved pressuls demand self-

containad breathing apparatus.

Baarctivity Dats

Gold Bond Ready Mix products are stabls and hazardeus polymerization will
net sccur. When heatsd te decomposltion oxldes of carbon and sulfur will

ba rolesasad.



11l HEALTH HAZARD DATA

Carcinoganicity
Sebstance NTP TARC OSHA
Quartz (crystalline sllica} NO 2 O

cautlon: Contalns guartz [crystalline silica).

The Internatienal Agency for Rasearch on Cancer [[ARC) classes thls
substance in-Oroup ZA, which IARC defines as "probably carcinogenic
to humans", According to IARC there is sufficlent evidence for the
carcinogenicity of crystalline silica to experimental animals and
limited evidence for the carcinogenicity of crystalltipe silice to
humans. It is feconmmended that a NIOSH apprevad respirator, for
protectlon against toxic dusts, be worn whenever wirklng with this
product rasults in airborne dust expesure exceeding the prescribed
linits, Quartz (crystalllna silica) iz not classifled as a
carcinogen by NTP or OSHA.

Substance NTP TARC OSHA
Attapulgite Clay (] Group 1 NO

Mote: 1ARC classes attapulgite clay in Group 3 which is used to describe
substancas whose cavclnagenicity to humans, bacause of inadequate
evidence, cannot be classified as possible, probable or deflnlte.

IARC zeportad inadequate epldemislogiesl evidance for the cazclnogenicity
of attapulgite clay to hunans noting that injection of attapulgite clay
into axperimental rats has been shown to induce tumoxs.

Attapulgite clay i= not classed as a carcinogen by NTP or OSHA.

8kin Contact
Contlnusd and prolonged contact mey cause transient irzitation to the skin,

Eya Contackt
Direct contact may cause eye irritation,

Inhalation
Exposure cccurs when mixing or sanding the dried product,
Target Organ: rasplratory system.

Signs & Symptoms of Bxposura to Alrborne Dust
Continued and prolonged exposure to aizborne dust concentration {n excess of
;hn r:L/rnv may Tecnlt in caugh, dyspnea, wheerlny and lmpalrxed pulimonary
unction.

Medical Condltlions Generazlly Aggravated Dy EBxposure
Overexposure would aggravate zaspiratory systems dysfunctlons.
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Plzst Ald Procedures

v

Immediately £lush eyes with water for 15 minutes and get nédicsl

Eye:
attention.

Skin: Plash and wash skin with soap and water. Get medical attention
if irritation peralsts,

Breathing: Move tha exposed person to fresh ajr at once. If not breathing
s inltlate pulmonary resuscitation. Get medical attention.

PRECAUTIONS FOR SAFE KANDLING

gtaps fo be taken in case material ia released or scpillod. Shovel or scoop
©p back into containez for use if possible or disposal.

Vaste Disposal Methed
Not a bazardous waste, Dispose of in accordance with applicable fedaral,

state and local requlation.

Pracautions to be taken 1r Hardling & Storing
Keep dry to presarve usefulpess.

CONTROL MEASURES

Work/Hyqlene Practices
Wet sand or sponge jolnts, nails, and bead. If dry sanding and
PEL/TLV is exceeded nse recommended respizatory protectien.

Ventilation
Pzovide ventilation to mzxintain a dust lavel below the PEL/TLV.

Respiratory Protectlon
A NIOSH approvad respirater for toxic dusts is recowmended if the
PEL/TLY 1% esxCeeded,

Eye Protectien
Safety glasses or goggles,

Effective Data Janvary 17, 1991
Prepared by : N. W. Kaleta
Disclainar of Liabiiity:

Ag the corditions or methods of use are bayond sur centrol, we #o not ps
any rasponsibility and expressly disclaim any liabflity !o; any use of t;:".
saterial. Iafozmation contaiped hereln is balleved to b true aad accurats
but all statements or suggestions are made without any watsanty, expreas o:’
implisd, regarding sccuracy of the inforamtion, the hazards connected with
the use of the material or the Tetults to be obtained for the use theraof.



